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For more information

With a new grade in the range,
Y-Pro series further expands the work
material coverage

Grade

Recommeded
workpiece material

Feature

PREMIUMTEC

O AHBOI1S

- PVD coated grade with a balanced resistance to wear and fracture
- First choice for stainless steel and heat-resistant superalloys

PREMIUMTEC

T9225

- CVD coating grade
- First choice for steel and cast iron
- Excellent crater wear resistance and flank wear resistance

PREMIUMTEC

T9235

- CVD coating grade
- High fracture resistance provides stable tool life

PREMIUMTEC

GT9S530

- Coated cermet grade with PremiumTec treatment for exceptional wear resistance
- Provides remarkable performance in high-speed finishing of steel

NS9S530

- General-purpose cermet grade with incredible fracture and wear resistance
- Ensures long tool life and excellent surface finishing of steel

INSERT

NEGATIVE TYPE

® : Continuous cutting
€ : Light interrupted cutting
*# : Heavy interrupted cutting
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® : Continuous cutting

| N S E R T POSITIVE TYPE € : Light interrupted cutting

% : Heavy interrupted cutting
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@®: New

Il STANDARD CUTTING CONDITIONS

For negative insert

Cutting speed: Vc (m/min)

ISO Operation Chipbreaker ~ Grades Dea|:);l(‘|n$rfn()>ut f (rrl:;e/(:ev) Low carbon steels, Medium carbon High carbon steels,
alloy steels steels, alloy steels alloy steels
GT9530 0.2-15 0.03 -0.2 150 - 300 150 - 300 150 - 300
. NS9530 0.2-15 0.03 -0.2 150 - 300 150 - 300 150 - 300
Finishing ZF
T9225 0.2-1.5 0.03 -0.2 120 - 300 120 - 300 100 - 250
T9235 0.2-15 0.03-0.2 50 - 200 50 - 200 50 - 150
. GT9530 07-2 0.15-0.4 150 - 300 150 - 300 150 - 300
. ) NS9530 0.7-2 0.15-0.4 150 - 300 150 - 300 150 - 300
Finishing to medium ZM
T9225 0.7-2 0.15-0.4 120 - 300 120 - 300 100 - 250
T9235 0.7-2 0.15-0.4 50 - 200 50 - 200 50 - 150
Stainless steels
M Finishing ZF AH8015 0.2-15 0.03 -0.2 50 - 150 50 - 150 50 -150
Finishing to medium ZM AH8015 0.7-2 0.15-0.4 50-150 50 - 150 50 - 150
Casrt iron
Finishing ZF T9225 0.2-15 0.03 -0.2 140 - 500 140 - 500 140 - 500
. Finishing to medium ZM T9225 0.7-2 0.15-0.4 140 - 500 140 - 500 140 - 500
Heat-resistant alloys
Finishing ZF AH8015 0.2-15 0.03 -0.2 20 - 80 20-80 20 -80
s Finishing to medium ZM AH8015 0.7-2 0.15-0.4 20 - 80 20-80 20 - 80
For positive insert
Depth of cut _ Cutting speed: Vc (m/min)
ISO Operation Chipbreaker ~ Grades ?p(n(:m():u f (m:):/rev) Low carbon steels, Medium carbon High carbon steels,
alloy steels steels, alloy steels alloy steels
GT9530 0.2-15 0.05 -0.25 150 - 300 150 - 300 150 - 300

ZF
T9225 0.2-1.5 0.05-0.25 100 - 300 80 - 300 80 - 250

GT9530 05-2 0.05-0.3 150 - 300 150 - 300 150 - 300
T9225 0.5-2 0.05-0.3 100 - 300 80 - 300 80 - 250

Finishing to medium
M

Stainless steels
. i ZF AH8015 0.2-15 0.05-0.25 50 - 150 50 - 150 50 - 150
M Finishing to medium
M AH8015 05-2 0.05-0.3 50 - 150 50 - 150 50 - 150
Casrt iron
ZF T9225 0.2-15 0.05-0.25 140 - 500 140 - 500 140 - 500
. ZM T9225 0.5-2 0.05-0.3 140 - 500 140 - 500 140 - 500
Heat-resistant alloys
ZF AH8015 0.2-15 0.05-0.25 20-80 20-80 20 - 80
s M AH8015 05-2 0.05-0.3 20-80 20-80 20-80

Finishing to medium

Finishing to medium
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