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Economical internal coolant
toolholder for external turning with
CNMGO0904... inserts
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For more information

Cost-efficient toolholder design for effective
chip control and maximum tool life

Through-coolant toolholder for external turning with integrated coolant hole

- Improved chip control and tool life thanks to direct coolant delivery to the cutting point

- Applicable for high-pressure coolant

- Streamlined holder design provides both cost efficiency and high performance

- Dedicated for ISO-Ecolurn inserts for additional economical advantage

- ISO-EcoTurn CNMGO904... insert provides identical cutting performance as regular size
CNMG1204... insert, only smaller

Coolant outlet with streamlined design
(Applicable for high pressure coolant)

Dedicated for ISO-EcoTurn CNMG0904... inserts
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PCLNR/L-Eco

Lever-lock toolholder with 95°

ﬂ\'95°

°
==
95°

Cutting edge style L

Designation H
PCLNR/L2020H0904-CHP-N 20
PCLNR/L2525K0904-CHP-N 25

*Torque: Recommended torque (N-m) for clamping

approach angle, for negative 80° rhombic inserts

**RE: The holder measurements are true with this insert radius

Applicable for 14 MPa pressure coolant
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SPARE PARTS
Designation
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Clamping screw Wrench Spring pin Lever
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Tungaloy Corporation (Head office)

Tungaloy America, Inc.

Tungaloy Canada

Tungaloy de Mexico S.A.

Tungaloy do Brasil Ltda.

Tungaloy Germany GmbH

Tungaloy France S.A.S.

Tungaloy Italia S.r.I.

Tungaloy Czech s.r.o.

Tungaloy Ibérica S.L.
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Member IMC Group

Tungaloy Scandinavia AB

Tungaloy Rus, LLC

Tungaloy Polska Sp. z o.0.

Tungaloy U.K. Ltd

Tungaloy Hungary Kft

Tungaloy Turkey

Tungaloy Benelux b.v.

Tungaloy Croatia

Tungaloy Cutting Tool
(Shanghai) Co.,Ltd.

Tungaloy Cutting Tools
(Taiwan) Co.,Ltd.

tungaloy.com

twitter.com/tungaloyjapan
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www.youtube.com/tungaloycorporation

Tungaloy Cutting Tools
(Thailand) Co.,Ltd.

Tungaloy Singapore (Pte.),

Tungaloy Vietnam

Tungaloy India Pvt. Ltd.

Tungaloy Korea Co., Ltd

Ltd.

Tungaloy Malaysia Sdn Bhd

Tungaloy Australia Pty Ltd

PT. Tungaloy Indonesia
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